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STAR-20 Pro

B E N D I N G  C A P A C I T Y  S T A R  P R O  
Yield strength/Grade

Model Code Phases / Voltage (V)
SINGLE PHASE / 230

SINGLE PHASE / 230

THREEPHASE / 230 - 400

THREEPHASE / 230 - 400
THREEPHASE / 230

THREEPHASE / 230 - 400

THREEPHASE / 230

Freq. Hz (Plug) KW (HP) Cycles / min

Model Code Phases / Voltage (V) Freq. Hz (Plug) KW (HP) Cycles / min

Re=N/ mm2 480 / G-60    ·    Re=N/ mm2 650 / G-75
Tensile strength Rm=N/ mm2 650   ·   Rm=N/ mm2 850
Qty. of rebar (mm / in. #) 7 6 5 2 1 1
Bending mandrel (mm / in.) Ø18 / 0.71” Ø24 / 0.94” Ø36 / 1,41” Ø36 / 1,41” Ø48 / 1,89” Ø48 / 1,89”

STAR 16 PRO / TRONIC Ø6
1/4”

Ø8
5/16”

Ø10
3/8” (3#)

Ø12
1/2” (4#)

Ø16
5/8”  (5#) -

STAR 20 PRO Ø6
1/4”

Ø8
5/16”

Ø10
3/8” (3#)

Ø12
1/2” (4#)

Ø16
5/8”   (5#)

Ø20
7/8” (7#)

Accesories
included
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